
From latest Evo7base.xml
	</table>


<!-- *** Lean Spool *** -->
	<table name="Lean Spool Start RPM" scaling="RPMStatLimit" type="1D" category="Lean Spool" level="1" address="1680"/>



	<table name="Lean Spool Stop RPM" scaling="RPMStatLimit" type="1D" category="Lean Spool" level="1" address="1684"/>



	<table name="Lean Spool Load Threshold" scaling="Load8" type="2D" category="Lean Spool" level="2">
	<table name="input value" scaling="RPM" type="X Axis" elements="14"/>


</table>



	<table name="Lean Spool Trailing Time (Rich Side)" scaling="uint8" type="2D" category="Lean Spool" level="2">
	<table name="input value" scaling="RPM" type="X Axis" elements="14"/>


</table>



	<table name="Lean Spool Trailing Time (Lean Side)" scaling="uint8" type="2D" category="Lean Spool" level="2">
	<table name="input value" scaling="RPM" type="X Axis" elements="14"/>


</table>



	<table name="Min Temp for Lean Spool" scaling="Temp" type="1D" category="Lean Spool" level="2"/>



	<table name="Lean Spool Enable Load Hysteresis" scaling="Load16" type="1D" category="Lean Spool" level="2"/>



	[bookmark: _GoBack]<table name="Lean Spool AFR Mapping" scaling="AFR" type="2D" category="Lean Spool" level="2">
	<table name="base AFR" scaling="AFR16" type="X Axis" elements="7"/>


</table>



	<table name="Lean Spool AFR below Enable" scaling="AFR16" type="1D" category="Lean Spool" level="2"/>



	<table name="Lean Spool Clip Value" scaling="AFR16" type="1D" category="Lean Spool" level="2"/>


<!-- *** Turbo *** -->



From 96940011.xml

	</table>


<!-- *** FUEL LEAN SPOOL *** -->
	<table address="1280" name="Lean Spool Start RPM"/>



	<table address="1284" name="Lean Spool Stop RPM"/>



	<table address="127e" name="Min Temp for Lean Spool"/>



	<table address="127c" name="Lean Spool Enable Load Hysteresis"/>

	<table address="       " name="Lean Spool Load Threshold"/>

<table address="       " name=" Lean Spool Trailing Time (Rich Side)"/>

<table address="       " name=" Lean Spool Trailing Time (Lean Side) "/>

<table address="       " name=" Lean Spool AFR Mapping "/>




	<table address="1282" name="Lean Spool AFR below Enable"/>



	<table address="1286" name="Lean Spool Clip Value"/>




